## Alder Sink \& Bucket Grating

## ILLUSTRATED

| S5900 | Alder sink $51 \times 31 \mathrm{~cm}$ high back and fitted stainless steel bucket grating |
| :---: | :---: |
| S9101 | Domex screws (pair) |
| B1457 | Alterna 21 bib taps 1/2"lever handles, anti vandal outlet pair |
| B1688 | Nimbus 21 exposed bib tap wall mountself centralising installation pair |
| S9233 | Leg 350 mm stainless steel with 355 mm screw to wall Aluminium alloy bearer, 305 mm stud (pair) |
| S8726 | Waste $11 / 2$ " unslotted strainer waste, 80 mm tail. brass |
| S8925 | Trap $1 \frac{1}{2}$ " plastic resealing bottle with 75 mm seal, multi-purpose outlet |

## OPTIONS

| B1673 | Nimbus 21 bib taps 1/2"anti vandal outlet pair |
| :--- | :--- |
| B1686 | Nimbus 21 concealed bib tap wall mountself centralising <br> installation pair |
| S9221 | Brackets build-in Aluminium alloy, 355 mm overall, 305 mm <br> stud (pair) |
| S8915 | Trap 1 $11 / 2$ " plastic bottle with 75 mm seal, multi-purpose <br> outlet |
| A5900 | TMV Thermostatic mixing valve 15 mm |

## ILLUSTRATED PRODUCT DETAILS



Standards
Washbasin to BS EN 14688 \& BS EN 31
Special Notes
Multi-purpose outlet suitable for plastic and BS copper pipe.

Consideration may need to be given to safe hot water delivery and the use of an appropriate temperature reduction device see A5900AA


## FEATURES

## i

