
Why choose this product?
 
 
•   Black water pump for use with WC, bathrooms,  

kitchens and utility rooms
•   Can also be used for grey water when pumping away  

from a pit or flood water situation
•   Compact in design, easy to install and ready to use
•   Automatic motor with float system activation

• Robust cutting blades to prevent clogging or powerful vortex version
•  Maximum pumping height for Sanipump bladed at Q=0 l/min is  

14 metres, however maximum recommended height is 11 metres
•  Maximum pumping height for Sanipump vortex at Q=0 l/min is  

13 metres, however maximum recommended height is 11 metres.

Discharge Pipework 
40 / 50mm

Motor Power 
1500W

Voltages 
220-240 V/50Hz

Working Waste Water Temp  
35°C/Max 70°C (intermittent)

Flow Rate 
11m3/hour

IP Rating 
IP68

Product Ref: 6109 (bladed) / 6109VX (vortex)

A submersible sump pump with macerator blades or vortex 
technology for use in domestic and commercial situations. 
The ideal solution for waste water and sewage disposal from 
underground pits and tanks.

382

265 

60

Pipe length 

150

16

14

12

10

8

6

4

2

0
0 5 10 15 20 25 30 35 40

Discharge height (m)

Flow rate (m3/h)

Sanipump (bladed 
Sanipump (vortex)




